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General:  This work shall consist of furnishing and installing an IP based remote-
controlled video system at a location designated by the Traffic Engineer.  The work shall 
include a color camera, dome assembly, all mounting hardware, connectors, cables, 
power injectors, and related equipment necessary to complete the installation according 
to the manufacturer’s specifications.  
 
Materials:  The PTZ camera shall be one of the following approved models: 
 

- SIQURA PD900 
- AXIS Q6075-E 
- Cohu 4220HD 

 
The Contractor shall furnish the required number of power injectors for the camera 
make and model selected, including operation of the camera heater, as well as all 
required mounting hardware, connectors, patch cables, and power supplies.  
 
The system shall have anonymous FTP capabilities disabled by the vendor/equipment 
supplier or provide a feature for the user to disable the functionality through the 
standard internal menu. 
 
Installation:  The camera shall be installed as shown on the plans, either on the 
luminaire arm near the luminaire, or on the combination mast arm assembly pole, 
angled toward the center of the intersection using a mounting bracket compatible with 
the camera and procured from one of the approved camera manufacturers.  When 
installed on the pole, the camera shall be mounted to provide a minimum of 12 inches 
clear space between face of the pole and the camera housing.  When installed on the 
luminaire arm, the camera shall be installed with a 30-degree tilt-adjustable bracket.  
The camera and any external hardware and housing shall be installed with stainless 
steel straps.  
  
All holes drilled into signal poles, mast arms, or posts shall require rubber grommets to 
prevent the chafing of wires.  
 
The Contractor shall contact the Traffic Engineer prior to installing the camera and 
associated wiring, to receive final approval on the camera location.  
 
If the Remote Controlled Video System will be connected to the Gigabit Ethernet 
network, then a Layer II (Datalink) Switch and/or a Layer III (Network) Switch shall be 
required. Layer II and Layer III switches shall be installed as shown on the plans. 
 



The remote controlled video system shall be warrantied, free from material and 
workmanship defects for a period of three years from final acceptance.  
 
Basis of Payment:  This item will be paid for at the contract unit price per each for 
REMOTE CONTROLLED VIDEO SYSTEM.  The unit price shall include all associated 

equipment, hardware, cables, materials and labor required to install the complete system in 

place and in operation to the satisfaction of the Traffic Engineer.   
The OUTDOOR RATED NETWORK cable from the traffic signal cabinet will be paid for 
separately.  If required, the LAYER II (DATALINK) SWITCH and/or the LAYER III 
(NETWORK) SWITCH will be paid for separately. 
 
 


